Design of Experiment
DSM 9120 SLA UL94 Burn Test Results – Par3 Technology
UL94 Burn Test results on DSM 9120 SLA performed at PAR3 Technology on June 7, 2007. This was a sampling of 15 pieces for each of theUL94 test criteria. The specimens set in ambient temperature in a lab setting for 24 hours before testing. These test results demonstrate that tempered SLA material passes some of the UL94 Burn Tests Criteria. Fire Retardant Protoplass© was applied per the RP Tempering™ Fire Retardant application instruction applying one coat of Proto-Reinforcement© Infiltrate Coating and 3 coats of Fire Retardant Protoplass© Spray.
The results are dramatically improved at a lower UL standard when these SLA test parts were tempered representing all UL Test Criteria. 100% of tempered parts pass the UL94 Fume Test Criteria. Some of the tempered parts passed certain UL94 burn test criteria. On the Vertical burn test tempered specimens pasted 98% for V-2 but none passed the V-0 & V-1. All non-tempered specimens failed all the Vertical burn test criteria. On the Horizontal burn test tempered specimens passed 98% for H-B. All non-tempered specimens failed all the H-B burn test criteria. On the Surface burn test tempered and not tempered specimens failed 100% for 5VAorB test criteria. Smoke and some residue, was being witnessed during some of the test on both tempered and standard SLA parts. All the plain/standard SLA part failed all the UL94 criteria but we did have some passing results during burn cycles. Please read below for the details. 
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Horizontal Tempered                       Vertical Tempered             Surface Tempered 
UL94 5VA & 5VB Surface Burn Test
Details: This is the toughest UL94 burn test criteria. A larger 1200* F degree flame verses the other two tests is applied to the surface of test bar in a widespread area. Burning stops within 60 seconds after five applications of five seconds each of a flame to test the bar. The test specimens may not have a burn-through/no hole. Both tempered and non-tempered SLA materials were tested. 

Results: 13 tempered test specimens failed the DOE and 2 passed. The Surface burn tempered parts deformed after the 5 application of 1200* F degree flame. Four tempered test specimens dripped but all were on 5th and final burn. 100% of all the 5 non-tempered test specimens failed the DOE. When compared to non-tempered part there is a dramatic improvement in performance according to the test results. Data is presented below. 
	Par3 Technology
	
	
	
	Date: 6/7/07
	
	

	SLA 9120 DSM
	
	Porter Labs
	
	

	UL 94 Burn Test Results
	
	
	Test Engineer: Jim Reinhardt
	

	Test Standards:
	UL94 5VA & 5VB Surface Burn Test
	Project Manager: Earl Dunlap 

	Product information:
	Fire Retardant Hi-Temp Protoplass Tempered SLA 9120 Resin
	

	 
	 
	 
	 
	 
	 
	 
	 
	 

	Sample Identification
	Extinguish Time
	Extinguish Time
	Extinguish Time
	Extinguish Time
	Extinguish Time
	5VA
	Notes:
	Pass

	 
	1st 5 sec.
	2nd 5 sec.
	3rd 5 sec.
	4th 5 sec.
	5th 5sec.
	5VB
	 
	Fail

	 
	 
	 
	 
	 
	 
	 
	 
	 

	1
	16
	23
	30
	28
	22
	5VA
	All ext. on its own
	Fail

	Drip/No drip
	None
	None
	None
	None
	Drip
	
	except 5th 5sec. burn
	

	Width of Burn
	33mm
	37mm
	43mm
	55mm
	61mm
	5VB
	
	

	Hole/No Hole
	None
	None
	None
	None
	None
	
	
	

	2
	24
	26
	23
	20
	21
	5VA
	All ext. on its own
	Fail

	Drip/No drip
	None
	None
	None
	None
	None
	
	
	

	Width of Burn
	30mm
	33mm
	41mm
	46mm
	55mm
	5VB
	
	

	Hole/No Hole
	None
	None
	None
	None
	None
	
	
	

	3
	20
	24
	22
	30
	26
	5VA
	All ext. on its own
	Fail

	Drip/No drip
	None
	None
	None
	None
	None
	
	
	

	Width of Burn
	45mm
	39mm
	45mm
	49mm
	51mm
	5VB
	
	

	Hole/No Hole
	None
	None
	None
	None
	None
	
	
	

	4
	24
	20
	29
	21
	26
	5VA
	Drip on 5th burn application
	Fail

	Drip/No drip
	None
	None
	None
	None
	Drip
	
	
	

	Width of Burn
	30mm
	38mm
	49mm
	59mm
	72mm
	5VB
	
	

	Hole/No Hole
	None
	None
	None
	None
	None
	
	
	

	5
	20
	33
	45
	31
	68
	5VA
	Drip on 5th burn application
	Fail

	Drip/No drip
	None
	None
	None
	None
	Drip
	
	
	

	Width of Burn
	28mm
	33mm
	40mm
	58mm
	81mm
	5VB
	
	

	Hole/No Hole
	None
	None
	None
	None
	None
	
	
	

	6
	23
	30
	31
	39
	38
	5VA
	All ext. on its own
	Fail

	Drip/No drip
	None
	None
	None
	None
	None
	
	
	

	Width of Burn
	34mm
	44mm
	38mm
	51mm
	57mm
	5VB
	
	

	Hole/No Hole
	None
	None
	None
	None
	None
	
	
	

	7
	21
	33
	34
	26
	34
	5VA
	All ext. on its own
	Fail

	Drip/No drip
	None
	None
	None
	None
	None
	
	
	

	Width of Burn
	24mm
	38mm
	42mm
	46mm
	55mm
	5VB
	
	

	Hole/No Hole
	None
	None
	None
	None
	None
	
	
	

	8
	24
	29
	32
	31
	65
	5VA
	Drip on 5th burn application
	Fail

	Drip/No drip
	None
	None
	None
	None
	Drip
	
	
	

	Width of Burn
	27mm
	32mm
	44mm
	55mm
	75mm
	5VB
	
	

	Hole/No Hole
	None
	None
	None
	None
	None
	
	
	

	9
	11
	15
	23
	23
	22
	5VA
	
	Pass

	Drip/No drip
	None
	None
	None
	None
	None
	
	
	

	Width of Burn
	21mm
	27mm
	31mm
	32mm
	37mm
	5VB
	
	

	Hole/No Hole
	None
	None
	None
	None
	None
	
	
	

	10
	24
	41
	25
	28
	58
	5VA
	Drip on 5th burn application
	Fail

	Drip/No drip
	None
	None
	None
	None
	Drip
	
	
	

	Width of Burn
	22mm
	29mm
	38mm
	43mm
	66mm
	5VB
	
	

	Hole/No Hole
	None
	None
	None
	None
	None
	
	
	

	11
	28
	23
	28
	25
	25
	5VA
	All ext. on its own
	Fail

	Drip/No drip
	None
	None
	None
	None
	None
	
	
	

	Width of Burn
	15mm
	37mm
	44mm
	48mm
	53mm
	5VB
	
	

	Hole/No Hole
	None
	None
	None
	None
	None
	
	
	

	12
	25
	24
	21
	27
	33
	5VA
	All ext. on its own
	Fail

	Drip/No drip
	None
	None
	None
	None
	None
	
	
	

	Width of Burn
	33mm
	37mm
	49mm
	51mm
	58mm
	5VB
	
	

	Hole/No Hole
	None
	None
	None
	None
	None
	
	
	

	13
	25
	29
	30
	28
	28
	5VA
	All ext. on its own
	Fail

	Drip/No drip
	None
	None
	None
	None
	None
	
	
	

	Width of Burn
	33mm
	44mm
	49mm
	50mm
	57mm
	5VB
	
	

	Hole/No Hole
	None
	None
	None
	None
	None
	
	
	

	14
	12
	18
	21
	18
	31
	5VA
	
	Pass

	Drip/No drip
	None
	None
	None
	None
	None
	
	
	

	Width of Burn
	21mm
	28mm
	29mm
	33mm
	38mm
	5VB
	
	

	Hole/No Hole
	None
	None
	None
	None
	None
	
	
	

	15
	24
	29
	37
	28
	23
	5VA
	All ext. on its own
	Fail

	Drip/No drip
	None
	None
	None
	None
	None
	
	
	

	Width of Burn
	26mm
	32mm
	38mm
	42mm
	45mm
	5VB
	
	

	Hole/No Hole
	None
	None
	None
	None
	None
	
	
	

	
	
	
	
	
	
	
	
	


	Par3 Technology
	
	
	
	Date: 6/7/07
	
	

	SLA 9120 DSM
	
	Porter Labs
	
	

	UL 94 Burn Test Results
	
	
	Test Engineer: Jim Reinhardt
	

	Test Standards:
	UL94 5VA & 5VB Surface Burn Test
	Project Manager: Earl Dunlap 
	

	Product information:
	Base Line Non Tempered SLA 9120 Resin
	
	

	 
	 
	 
	 
	 
	 
	 
	 
	 

	Sample Identification
	Extinguish Time
	Extinguish Time
	Extinguish Time
	Extinguish Time
	Extinguish Time
	5VA
	Notes:
	Pass

	 
	1st 5 sec.
	2nd 5 sec.
	3rd 5 sec.
	4th 5 sec.
	5th 5sec.
	5VB
	 
	Fail

	 
	 
	 
	 
	 
	 
	 
	 
	 

	1
	70
	n/a
	n/a
	n/a
	n/a
	5VA
	Had to blow out flame 
	

	Drip/No drip
	Drip
	n/a
	n/a
	n/a
	n/a
	
	Test Bar bent to an “L” Shape
	Fail

	Width of Burn
	92mm
	n/a
	n/a
	n/a
	n/a
	5VB
	
	

	Hole/No Hole
	None
	n/a
	n/a
	n/a
	n/a
	
	
	

	2
	70
	n/a
	n/a
	n/a
	n/a
	5VA
	Had to blow out flame 
	

	Drip/No drip
	Drip
	n/a
	n/a
	n/a
	n/a
	
	Test Bar bent to an “L” Shape
	Fail

	Width of Burn
	51mm
	n/a
	n/a
	n/a
	n/a
	5VB
	
	

	Hole/No Hole
	None
	n/a
	n/a
	n/a
	n/a
	
	
	

	3
	70
	n/a
	n/a
	n/a
	n/a
	5VA
	Had to blow out flame 
	

	Drip/No drip
	Drip
	n/a
	n/a
	n/a
	n/a
	
	Test Bar bent to an “L” Shape
	Fail

	Width of Burn
	57mm
	n/a
	n/a
	n/a
	n/a
	5VB
	
	

	Hole/No Hole
	None
	n/a
	n/a
	n/a
	n/a
	
	
	

	4
	70
	n/a
	n/a
	n/a
	n/a
	5VA
	Had to blow out flame 
	

	Drip/No drip
	Drip
	n/a
	n/a
	n/a
	n/a
	
	Test Bar bent to an “L” Shape
	Fail

	Width of Burn
	50mm
	n/a
	n/a
	n/a
	n/a
	5VB
	
	

	Hole/No Hole
	None
	n/a
	n/a
	n/a
	n/a
	
	
	

	5
	70
	n/a
	n/a
	n/a
	n/a
	5VA
	Had to blow out flame 
	

	Drip/No drip
	Drip
	n/a
	n/a
	n/a
	n/a
	
	Test Bar bent to an “L” Shape
	Fail

	Width of Burn
	61mm
	n/a
	n/a
	n/a
	n/a
	5VB
	
	

	Hole/No Hole
	None
	n/a
	n/a
	n/a
	n/a
	
	
	


UL94 V0, V1 & V2 Vertical Burn Test                          

Details: These are the most common UL94 Burn test criteria to pass and fits most real world applications. This is the second toughest UL94 V0 burn test criteria. Burning stops within 10 seconds after two applications of ten seconds each of a 1200* F degree flame to test the bar. The test specimens may not have a burn-through/no hole and no drips. Both tempered and non-tempered SLA materials were tested. 

Results: 13 out of 15 tempered test specimens passed the DOE for Ul94 V-2 (V-0 nor V-1 was not achieved). 100% of all the 5 non-tempered test specimens failed the DOE. Data is presented below.
	Par3 Technology
	
	
	
	Date: 6/7/07

	SLA 9120 DSM
	
	Porter Labs

	UL 94 Burn Test Results
	
	
	Test Engineer: Jim Reinhardt
	

	Test Standards:
	UL94 V0 & V1 & V2 Vertical Burn Test
	Project Manager: Earl Dunlap 

	Product information:
	Hi-Temp Protoplass(c) Tempered SLA 9120 Resin

	 
	 
	 
	 
	 
	 
	

	Sample Identification
	Extinguish Time
	Extinguish Time
	V-0         V-1
	Pass
	Notes:
	

	 
	1st 10 sec.
	2nd 10 sec.
	V-2
	Fail
	 
	

	 
	 
	 
	 
	 
	 
	

	1
	28
	51
	V-0
	Fail
	
	

	Drip/No drip
	None
	None
	V-1
	Fail
	
	

	Length of Burn
	31mm
	44mm
	V-2
	Pass
	
	

	Hole/No Hole
	None
	None
	
	
	
	

	2
	25
	68
	V-0
	Fail
	
	

	Drip/No drip
	None
	None
	V-1
	Fail
	
	

	Length of Burn
	23mm
	41mm
	V-2
	Pass
	
	

	Hole/No Hole
	None
	None
	
	
	
	

	3
	29
	50
	V-0
	Fail
	
	

	Drip/No drip
	None
	None
	V-1
	Fail
	
	

	Length of Burn
	26mm
	39mm
	V-2
	Pass
	
	

	Hole/No Hole
	None
	None
	
	
	
	

	4
	27
	27
	V-0
	Fail
	
	

	Drip/No drip
	None
	None
	V-1
	Fail
	
	

	Length of Burn
	25mm
	28mm
	V-2
	Pass
	
	

	Hole/No Hole
	None
	None
	
	
	
	

	5
	26
	31
	V-0
	Fail
	
	

	Drip/No drip
	None
	None
	V-1
	Fail
	
	

	Length of Burn
	23mm
	31mm
	V-2
	Pass
	
	

	Hole/No Hole
	None
	None
	
	
	
	

	6
	31
	84
	V-0
	Fail
	
	

	Drip/No drip
	None
	None
	V-1
	Fail
	
	

	Length of Burn
	28mm
	48mm
	V-2
	Fail
	
	

	Hole/No Hole
	None
	None
	
	
	
	

	7
	28
	72
	V-0
	Fail
	
	

	Drip/No drip
	None
	None
	V-1
	Fail
	
	

	Length of Burn
	31mm
	51mm
	V-2
	Fail
	
	

	Hole/No Hole
	None
	None
	
	
	
	

	8
	28
	30
	V-0
	Fail
	
	

	Drip/No drip
	None
	None
	V-1
	Fail
	
	

	Length of Burn
	27mm
	28mm
	V-2
	Pass
	
	

	Hole/No Hole
	None
	None
	
	
	
	

	9
	25
	21
	V-0
	Fail
	
	

	Drip/No drip
	None
	None
	V-1
	Fail
	
	

	Length of Burn
	24mm
	29mm
	V-2
	Pass
	
	

	Hole/No Hole
	None
	None
	
	
	
	

	10
	40
	29
	V-0
	Fail
	
	

	Drip/No drip
	None
	None
	V-1
	Fail
	
	

	Length of Burn
	24mm
	28mm
	V-2
	Pass
	
	

	Hole/No Hole
	None
	None
	
	
	
	

	11
	29
	27
	V-0
	Fail
	
	

	Drip/No drip
	None
	None
	V-1
	Fail
	
	

	Length of Burn
	23mm
	25mm
	V-2
	Pass
	
	

	Hole/No Hole
	None
	None
	
	
	
	

	12
	27
	23
	V-0
	Fail
	
	

	Drip/No drip
	None
	None
	V-1
	Fail
	
	

	Length of Burn
	24mm
	29mm
	V-2
	Pass
	
	

	Hole/No Hole
	None
	None
	
	
	
	

	13
	22
	77
	V-0
	Fail
	
	

	Drip/No drip
	None
	None
	V-1
	Fail
	
	

	Length of Burn
	24mm
	43mm
	V-2
	Fail
	
	

	Hole/No Hole
	None
	None
	
	
	
	

	14
	28
	32
	V-0
	Fail
	
	

	Drip/No drip
	None
	None
	V-1
	Fail
	
	

	Length of Burn
	17mm
	20mm
	V-2
	Pass
	
	

	Hole/No Hole
	None
	None
	
	
	
	

	15
	25
	75
	V-0
	Fail
	
	

	Drip/No drip
	None
	None
	V-1
	Fail
	
	

	Length of Burn
	21mm
	50mm
	V-2
	Fail
	
	

	Hole/No Hole
	None
	None
	
	
	
	


	Par3 Technology
	
	
	
	
	Date: 6/7/07

	SLA 9120 DSM
	
	Porter Labs

	UL 94 Burn Test Results
	
	
	
	
	Test Engineer: Jim Reinhardt

	Test Standards:
	UL94 V0 & V1 & V2 Vertical Burn Test
	
	Project Manager: Earl Dunlap 

	Product information:
	Base Line Non Tempered SLA 9120 Resin

	 
	 
	 
	 
	 
	 
	 

	Sample Identification
	Extinguish Time
	Extinguish Time
	
	V-0         V-1
	Pass
	Notes:

	 
	1st 10 sec.
	2nd 10 sec.
	
	V-2
	Fail
	 

	 
	 
	 
	 
	 
	 
	 

	1
	70
	n/a
	
	V-0
	Fail
	Drips 2nd after burn

	Drip/No drip
	Drips
	n/a
	
	V-1
	Fail
	Had to extinguish fire manually

	Length of Burn
	31mm
	n/a
	
	V-2
	Fail
	

	Hole/No Hole
	None
	None
	
	
	
	

	2
	70
	n/a
	
	V-0
	Fail
	Drips 1st burn

	Drip/No drip
	None
	n/a
	
	V-1
	Fail
	Had to extinguish fire manually

	Length of Burn
	34mm
	n/a
	
	V-2
	Fail
	

	Hole/No Hole
	None
	n/a
	
	
	
	

	3
	70
	n/a
	
	V-0
	Fail
	Flakes & Drips first burn

	Drip/No drip
	None
	n/a
	
	V-1
	Fail
	Had to extinguish fire manually

	Length of Burn
	32mm
	n/a
	
	V-2
	Fail
	

	Hole/No Hole
	None
	n/a
	
	
	
	

	4
	70
	n/a
	
	V-0
	Fail
	Flakes & Drips 1st burn

	Drip/No drip
	None
	n/a
	
	V-1
	Fail
	Had to extinguish fire manually

	Length of Burn
	35mm
	n/a
	
	V-2
	Fail
	

	Hole/No Hole
	None
	n/a
	
	
	
	

	5
	70
	n/a
	
	V-0
	Fail
	Flakes Drips 1st burn

	Drip/No drip
	None
	n/a
	
	V-1
	Fail
	Had to extinguish fire manually

	Length of Burn
	37mm
	n/a
	
	V-2
	Fail
	

	Hole/No Hole
	None
	n/a
	
	
	
	

	
	
	
	
	
	
	


UL94 H-B Horizontal Burn Test 
Details: Slow horizontal burning on a 3mm thick specimen with a burning rate is less that 3”/min. or stops burning before the 5” mark. Apply flame for 2 applications of 30 seconds. The flame must go out within 60 second on each flame application. The test specimens may not have a burn-through/no hole and no drips. Both tempered and non-temper SLA materials were tested. 

Results: 14 out of 15 tempered test specimens passed the DOE. 100% of all the 5 non-tempered test specimens failed the DOE. Data is presented below.

	Par3 Technology
	
	
	
	Date: 6/7/07

	SLA 9120 DSM
	
	
	Porter Labs

	UL 94 Burn Test Results
	
	
	
	Test Engineer: Jim Reinhardt

	Test Standards:
	UL94 H-B: Horizontal Burn Test
	
	Project Manager: Earl Dunlap 

	Product information:
	Fire Retardant Hi-Temp Protoplass(c) SLA 9120 Resin

	 
	 
	 
	 
	 
	 

	Sample Identification
	Extinguish Time
	Extinguish Time
	
	Pass
	Notes:

	 
	1st 30 sec.
	2nd 30 sec.
	H-B
	Fail
	1

	 
	 
	 
	 
	 
	 

	1
	14
	56
	H-B
	Pass
	

	Drip/No drip
	None
	None
	
	Fail
	

	Length of Burn
	18mm
	31mm
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	2
	42
	30
	H-B
	Pass
	

	Drip/No drip
	None
	None
	
	Fail
	

	Length of Burn
	29mm
	40mm
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	3
	66
	26
	H-B
	Pass
	

	Drip/No drip
	None
	None
	
	Fail
	

	Length of Burn
	35mm
	42mm
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	4
	45
	18
	H-B
	Pass
	

	Drip/No drip
	None
	None
	
	Fail
	

	Length of Burn
	29mm
	34mm
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	5
	22
	25
	H-B
	Pass
	

	Drip/No drip
	None
	None
	
	Fail
	

	Length of Burn
	24mm
	30mm
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	6
	14
	25
	H-B
	Pass
	

	Drip/No drip
	None
	None
	
	Fail
	

	Length of Burn
	19mm
	25mm
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	7
	13
	27
	H-B
	Pass
	

	Drip/No drip
	None
	None
	
	Fail
	

	Length of Burn
	18mm
	29mm
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	8
	31
	25
	H-B
	Pass
	

	Drip/No drip
	None
	None
	
	Fail
	

	Length of Burn
	23mm
	33mm
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	9
	36
	41
	H-B
	Pass
	

	Drip/No drip
	None
	None
	
	Fail
	

	Length of Burn
	27mm
	40mm
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	10
	24
	45
	H-B
	Pass
	

	Drip/No drip
	None
	None
	
	Fail
	

	Length of Burn
	19mm
	31mm
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	11
	37
	30
	H-B
	Pass
	

	Drip/No drip
	None
	None
	
	Fail
	

	Length of Burn
	23mm
	30mm
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	12
	46
	28
	H-B
	Pass
	

	Drip/No drip
	None
	None
	
	Fail
	

	Length of Burn
	25mm
	39mm
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	13
	65
	31
	H-B
	Fail
	

	Drip/No drip
	None
	None
	
	
	

	Length of Burn
	43mm
	50mm
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	14
	30
	24
	H-B
	Pass
	

	Drip/No drip
	None
	None
	
	Fail
	

	Length of Burn
	28mm
	31mm
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	15
	28
	29
	H-B
	Pass
	

	Drip/No drip
	None
	None
	
	Fail
	

	Length of Burn
	21mm
	27mm
	
	
	

	Hole/No Hole
	None
	None
	
	
	


	Par3 Technology
	
	
	
	Date: 6/7/07

	SLA 9120 DSM
	
	Porter Labs

	UL 94 Burn Test Results
	
	
	
	Test Engineer: Jim Reinhardt

	Test Standards:
	UL94 H-B: Horizontal Burn Test
	
	Project Manager: Earl Dunlap

	Product information:
	Base Line Non Tempered SLA 9120 Resin

	 
	 
	 
	 
	 
	 

	Sample Identification
	Extinguish Time
	Extinguish Time
	
	Pass
	Notes:

	 
	1st 30 sec.
	2nd 30 sec.
	H-B
	Fail
	1

	 
	 
	 
	 
	 
	 

	1
	102
	n/a
	H-B
	Pass
	Had to put out fire Manually 

	Drip/No drip
	Flaming Drips
	n/a
	
	Fail
	Part burnt up

	Length of Burn
	88mm
	n/a
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	2
	98
	n/a
	H-B
	Pass
	Had to put out fire Manually 

	Drip/No drip
	None
	None
	
	Fail
	Part burnt up

	Length of Burn
	84mm
	n/a
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	3
	118
	n/a
	H-B
	Pass
	Had to put out fire Manually 

	Drip/No drip
	None
	None
	
	Fail
	

	Length of Burn
	94mm
	n/a
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	4
	71
	n/a
	H-B
	Pass
	Had to put out fire Manually 

	Drip/No drip
	None
	None
	
	Fail
	

	Length of Burn
	109mm
	n/a
	
	
	

	Hole/No Hole
	None
	None
	
	
	

	5
	92
	n/a
	H-B
	Pass
	Had to put out fire Manually 

	Drip/No drip
	Flaming Drips
	n/a
	
	Fail
	

	Length of Burn
	61mm
	n/a
	
	
	

	Hole/No Hole
	None
	None
	
	
	


Par3 Technology
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www.RPTempering.com
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